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An experimental investigation on the performance of a bubble pump for diffusion ab-
sorption refrigeration (DAR) systems was carried-out. The characteristics and operating
conditions of the bubble pump determine the efficiency of the DAR systems. An experi-
mental set-up operating in continuous mode was designed, built-up and successfully
operated as a bubble pump. Experiments were performed by changing some of the
parameters affecting the bubble pump performance. The experimental results showed
that the performance of the bubble pump was mainly dependent on the driving heat input
and the submersion ratio. Driving heat inputs applied were between 20 W and 200 W for
a suitable size of the pump tubes. Three submersion ratios were tested, namely 25%, 35%
and 45%. The results obtained showed that an oscillating flow was present in the opera-
tion of the bubble pump and the frequency of oscillation increased with the increase of
the submersion ratio. The average mass flow rate of the refrigerant (ammonia) pumped
increased with increase in the heating power; however, mass flow rates of the poor and
rich solutions were function of the flow regime. In addition, experimental results were
used to determine the optimal heating power for the different submersion ratios con-
sidered in this study. The optimal heating power ranged from 30 W to 130 W for a sub-
mersion ratio of 25% and from 30 W to 80 W for the submersion ratios of 35% and 45%.
& 2016 Published by Elsevier Ltd.1. Introduction
In diffusion absorption refrigeration (DAR) systems, a thermally driven bubble pump is used to circulate the so-
lution from the absorber to the generator. A bubble pump is simply a vertical tube in which liquid and vapour streams
coming from the boiler or generator are introduced at the bottom. The liquid phase fills the lift tube to a predefined
height. The vapour phase circulates upwards through this section and forms bubbles that act like pistons driving up
the liquid in the remainder section of the tube. The bubble pump is a key component in diffusion absorption re-
frigeration systems.
Benhmidene et al. [1] reviewed bubble pump configurations from the heating mode point of view. The first configuration
reported by the authors is a single lifting tube where the heat input is restricted to a small heating zone at the bottom.enhmidene).
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heat exchanger.
Zohar et al. [2] carried out a thermodynamic analysis to study the effect of three different configurations of the generator
and bubble pump on the performance of DAR systems. They concluded that the configuration integrating both the generator
and the bubble pump was of great interest.
Two-fluid model was employed by Benhmidene et al. [3,4] to investigate the influence of heat input on a uniformly
heated bubble pump at different operating conditions. The optimum heat input was correlated as a function of the tube
diameter and mass flow rate, whilst the minimum heat input required for pumping the liquid was correlated as a function of
the tube diameter. In addition, Benhmidene et al. [5] investigated the influence of the geometry parameters and operating
conditions such as tube diameter, pressure, and ammonia mass fraction in the solution at the bubble pump entrance on the
flow parameters at the bubble pump exit. The authors concluded that tube diameter is the parameter that most influences
the bubble pump operation.
Ma et al. [6] used the two-fluid model to describe the two-phase flow and heat transfer process in a two-phase closed
thermosyphon. They reported that flow patterns predicted numerically and distribution of parameters under different
operating conditions showed a good agreement with experimental results.
The uniformly heated tube configuration of the bubble pump was numerically investigated by Garma et al. [7] using the
commercial CFD (Computational Fluid Dynamics) tool ANSYS/FLUENT. The effect of heating distribution on the boiling flow
of water in a vertical tube showed that the void fraction was higher when the wall was partially heated. Flow regimes
repartitions were identified based on the void fraction variation along the tube.
Soo et al. [8] carried out a multidimensional numerical simulation of the saturated flow boiling heat transfer in bubble
pumps of diffusion absorption refrigeration cycles. The bubble pump consisting of a vertical tube was uniformly heated at
the outer wall surface along the entire pump length. The authors concluded that their numerical model predicted more
realistically the performance of ammonia/water bubble pumps than the one-dimensional model.
Pfaff et al. [9] studied the bubble pump for a water/lithium bromide absorption cooling cycle. They developed a
mathematical model using the manometer principle to evaluate the bubble pump performance. They reported that the
pumping ratio was independent of the heat input. However, the frequency of the pumping action increased when the heat
input to the bubble pump was increased, or if the tube diameter was decreased. The model was then used to analyse an
ammonia/water bubble pump. The results indicated that the diameter maximizing the efficiency of the bubble pump was
between 4 mm and 26 mm for a liquid pumping rate between 0.0025 kg s1 and 0.02 kg s1. However, the efficiency ra-
pidly decreased when diameters lower than the values of the optimum range were used; therefore they recommended that
the diameter should be slightly higher than the values of the optimum range.
Rattnerand Garimella [10] presented an experimental study of a 7.8 mm internal-diameter bubble-pump generator with
water-steam as a working fluid over a wide range of operating conditions. This bubble-pump generator could be operated
with heat input temperature as low as 11 °C above the fluid saturation temperature. A mechanistic fluid flow and heat
transfer model was developed and validated. This investigation demonstrated that integrated fluid-heated bubble-pump1: Solution preparation tank; 2: Solution reservoir; 3: Level indicator; 
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Fig. 1. Technical drawing of the experimental set-up.
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low-grade thermal energy.
Ben Ezzineet al. [11] performed an experimental investigation of an air-cooled diffusion-absorption refrigeration machine.
A new concept of generator consisting of separate boiler and bubble pump instead of the usual combined generator was tested.
Heat input in the bubble pump was varied from 170W to 350W, while the driving temperature was in the range 120–150 °C.
The lowest temperature reached at the evaporator entrance was 10 °C for a driving temperature of 138 °C and a heat input of
260 W. The COP (Coefficient of operation) of the machine at these operating conditions reached a maximum of 0.14.
Jakobet al. [12] reported that an indirectly heated generator that incorporated the bubble pump was the main new
feature of a solar heat driven ammonia/water diffusion absorption refrigeration machine and that all the prototypes con-
structed performed well. The maximum COP reached was 0.38.
Other experimental and theoretical studies (Nicklin [13], Lister [14], Jeong et al. [15]) showed that, for a specific heat
input, the diameter of the lift tube had no effect on the pumping rate if the pump was running in the slug or churn flow
regimes. When the maximum lift-tube diameter is exceeded, the flow pattern changes from slug flow to an intermittent
churn-type flow. After exceeding a certain pumping height, the pumping action stopped.
In the present work, a continuous experimental set-up was designed, built-up and successfully operated as a bubble
pump with ammonia/water as a working pair. The effect of heat input and submersion ratio on the performance of the heat
pump was experimentally investigated.
2. Description of the experimental set-up and procedure
2.1. Experimental set-up
The experimental set-up shown in the technical drawing of Fig. 1, consisted of a solution preparation tank, a solution
reservoir, a liquid pre-heater, a bubble pump, a liquid/vapour phase separator, a condenser and a cooling system Ammonia/
water was used as a working fluid. Ammonia/water solution, stored in the preparation tank, entered the bubble pump
through the reservoir container according to a predefined submersion ratio. Heating was applied along the tube using a heat
transfer fluid from a thermostatic bath. The liquid/vapour mixture pumped by the bubble pump was separated in a liquid/
vapour separator. The vapour phase was condensed in a water cooled condenser in which the mass flow rate of the con-
densate was measured at the outlet. Simultaneously, the mass flow rate of the pumped poor solution was measured. The
condensate and the poor solution were then mixed in the reservoir container and the mixture was supplied back to the
bubble pump through a heat exchanger. The separator and the bubble pump were insulated with glass wool.
2.1.1. Solution preparation tank
Water and ammonia quantities to be used to prepare the charge of the working fluid were calculated according to the
desired ammonia mass fraction. The ammonia vapour was introduced slowly into the preparation tank after introducing the
desired water quantity. The absorption process of ammonia vapour in water was carried out during several hours and
required cooling which was performed by a water stream flowing through a coil mounted in the preparation tank. During
the absorption process, pressure prevailing in the tank was controlled.
2.1.2. Liquid pre-heater
The rich solution in ammonia passed through a pre-heater to achieve saturated temperature before entering the bubble
pump. The pre-heater was a heat exchanger formed by two coaxial tubes of stainless steel. The rich solution flowed inside the
inner tube heated by hot water which circulated in the annular space fed by a thermostatic bath at a fixed temperature of 60 °C.
2.1.3. Bubble pump
The bubble pump consisted of a coaxial double-tube. The rich solution circulated in the inner tube where as the heating
fluid flowed in the annulus at a fixed flow rate in all experiments. Heating was provided by a thermostatic bath whose
maximum heating power was 3500 W. An insulation layer was attached along the bubble pump tube to minimize heat
losses. Bubble pump was charged with the rich solution according to a defined submersion ratio (h/H), where h is the rich
solution level in the reservoir and H is its level in the bubble pump.
2.1.4. Liquid/vapour separator
The liquid/vapour mixture was pumped to the separator which is a hollow cylinder of stainless steel, where the poor
solution (liquid) and refrigerant vapour were separated.
2.1.5. Condenser
The condenser was made of two coaxial tubes. In the annular space cooling water flowed at a temperature of 26 °C.
2.1.6. Cooler
The cooler was also made of two coaxial tubes with similar dimensions to those of the condenser. The hot poor solution
flowed in the inner tube whereas cooling water circulated in the annular space.
Table 1
Summary of the operating conditions considered in the experimental work.
Parameter Value
Ammonia mass fraction (dimentionless) 0.6
Submersion ratio (%) 25, 35, 45
Tube diameter of the bubble pump (mm) 6
Tube length of the bubble pump (m) 1.6
Heat input (W) 20–200
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The condensate of ammonia and the subcooled poor solution were mixed in the reservoir. The new ammonia/water rich
solution passed to the bubble pump tube through a pre-heater. The mixture in the tank was cooled by water flowing inside a
coil along the tank. This reservoir was connected to a level indicator.
2.2. Experimental measurements
For the selected operating conditions and geometrical parameters summarized in Table 1, temperature and pressure at
the inlet and outlet of each component were measured and stored at 60 s intervals by a registration system. Mass flow rates
of the condensate (ammonia liquid) and poor solution were measured at the inlet of the cooler and condenser, respectively.
Therefore, the influence of heat input on the bubble pump performance was investigated. The variation with mass flow of
various parameters of the heat pump was analysed at different values of heat input.
Data reduction was based on the following energy and mass balances:
Heat input was calculated according to the flowing expression:
= − ( + ) ( )Q m H m H m H
. . . .
1r P P C Cr
Mass flow rate of the rich solution was obtained from the overall mass balance in the reservoir:
= + ( )m m m. . . 2r P C
where:
Hr is the enthalpy of the rich solution which was calculated from pressure and temperature at the entrance of the bubble
pump.
HP is the enthalpy of the poor solution which was calculated from pressure and ammonia mass fraction at the exit of the
bubble pump.
HC is the enthalpy of ammonia vapour which was calculated from temperature and pressure prevailing in the separator. It
was assumed that there was only ammonia in the vapour phase.3. Results and analysis
Table 2 shows some registered data including ammonia mass fraction in rich and poor solutions. Ammonia mass fraction
was calculated using the property library implemented in the software Engineering Equation Solver (EES).
According to pressure values reported in Table 2, there is hardly a difference between the reservoir and separator
pressures. The average value of pressure was around 11 bar. Minimum driving temperature at the entrance of the bubble
pump was about 60 °C while the maximum driving temperature was 68 °C. The minimum ammonia mass fraction in the
poor solution was in the range 0.41–0.50 at different values used for submersion ratio and heat input.Table 2
Registered and calculated parameters.
Submersion ratio
Variables 45% 35% 25%
PSeparator (bar) 11.4–12.5 10.1–12.3 10–11.5
PReservoir (bar) 11.2–12.5 10–11 9.7–11.3
TSeparator (°C) 60–71 62–74 70–82
TBubble pump entrance (°C) 59–62 60–61 60–68
Heat input (W) 20–125 21.8–145 22–200
TCooling water (°C) 25–27 25–27 25–27
Xr 0.6 0.6 0.6
XP 0.55–0.5 0.51–0.48 0.46–0.41
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Fig. 2. Variation of refrigerant, poor and strong solution mass flow rates versus heat input.
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Fig. 2 shows the mass flow rate variation versus heat input for the refrigerant (ammonia) and rich and poor solutions. A
linear variation of the mass flow rate of refrigerant was obtained when heat input was increased, whereas the poor and rich
solution mass flow rates sharply increased to achieve a maximum value and then decreased as heat input was increased.
Similar results were reported by other investigations in the literature (Jeong et al. [16], Benhmidene et al. [15]). This trend of
poor and rich solution mass flow rates versus heat input was due to the flow regime transition. For low values of heat input
(under 30 W) and a submersion ratio of 45%, the flow pattern in the bubble pump was the bubbly flow regime, which was
oscillating. When the bubble pump received more heat, the vapour generation increased leading to a slug flow, in which the
vapour phase was able to raise the liquid phase in the bubble pump (increase of mass flow rate). Then, churn flow regime
started at higher values of heat input resulting in an increase of the mass flow of the pumped solution.
Fig. 3 shows how the refrigerant mass flow rate increased linearly with heat input for all values considered for the
submersion ratio. This could be explained by an increase in the vapour generation rather than the increase of the solution
level. The refrigerant mass flow rate also increased with the submersion ratio as the volume of the heated solution in the
bubble pump was higher.
Fig. 4 illustrates that mass flow rate of the poor solution had similar trend versus heat input at different values of the
submersion ratio; however, the heat input corresponding to the maximummass flow rate decreased as the submersion ratio
was increased.
The results allow us to establish the heat input required for each flow pattern. The optimal heat input for the bubble
pump operation corresponds to slug flow regime (Delano [17], Zuber and Findlay [18]). The average value of the optimal
heat input was 80 W for submersion ratios of 35% and 45% and increased to 130 W for the submersion ratio of 25%. On the0,00E+00
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Fig. 3. Refrigerant mass flow rate versus heat input at different values of the submersion ratio.
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Fig. 4. Refrigerant mass flow rate versus heat input at different values of the submersion ratio.
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values of the submersion ratio.
3.2. Flow stability in the bubble pump
3.2.1. Flow regime visualization
The bubble pump was tested for three submersion ratios and ammonia mass fraction of 0.6. The flow pattern of the
liquid-vapour mixture in the bubble pump was visualized using a transparent quartz tube of 6 mm diameter. For low values
of heat input (less than 30 W), the solution oscillated inside the pump tube without being lifted up. This was due to the
insufficient amount of vapour needed to raise the solution to the separator. Increasing the heating power increased the
amount of refrigerant vapour generated. The pumping action was then achieved but was discontinuous. The time interval
between two consecutive pumping actions was not constant and decreased with the increase of heating power.
3.2.2. Pressure oscillation
In order to analyse the flow stability in the bubble pump, pressure in the separator is plotted versus time in Fig. 5(a),
(b) and (c) at submersion ratios of 25%, 35% and 45%, respectively. Heat input was set at 90 W. As shown in these figures, an
aperiodic oscillating flow was observed versus time which confirmed the pumping instability along the bubble pump.
Moreover, the frequency of oscillation increased with the increase of the submersion ratio.
Fig. 6(a), (b) and (c) depict the pressure prevailing in the separator and the reservoir at different values of the submersion
ratio. It can be seen that the pressure difference between the two components was very small for the submersion ratio of
25% and increased for the submersion ratios of 35% and 45% due to the increase of pressure drop with the submersion ratio.4. Conclusions
An experimental set-up was built-up to test the performance of an NH3/H2O bubble pump of 1.6 m length and 6 mm
inner tube diameter. The aqueous solution of ammonia was heated by a heat transfer fluid flowing in the annular space.
Driving heat input was in the range of 20–200 W and the average cooling water temperature was 26 °C.
Pressure and temperature at different points of the set-up were registered and stored by a data acquisition system. The
experimental data showed the oscillation of pressure at different values of the submersion ratio. Pressures prevailing in the
separator and the reservoir were similar at a submersion ration of 25% and increased for the submersion ratios of 35%Table 3
Heat inputs for the flow regimes detected at different values of the submersion ratio.
Flow regime
Submersion ratio (%) Bubbly Slug Churnþannular
Heat input (W) 25 o30 30–150 4150
35 o30 30–80 480
45 o30 30–80 480
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Fig. 5. Variation of the separator pressure versus time at different values of the submersion ratio.
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The average mass flow rate of the refrigerant (ammonia) increased linearly by increasing the heating power, whereas the
poor and rich solution mass flow rates increase to achieve a maximum value and then decreased as heat input was increased
due to the transition of flow regime. Experimental data of the mass flow rate of the poor solution was used to establish the
optimal heating power for different values of the submersion ratio. This optimal heating power ranged from 30 W to 130 W
for a submersion ratio of 25% and from 30 W to 80 W for the submersion ratios of 35% and 45%.Acknowledgements
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